
POLYURETHANE (PU)
Before selecting, consider temperature, humidity, schedule, applicator’s skill level, and substrate.

Apply it CLEAR or add POLY COLORANT:
BLACK

BEIGEWHITE LATTESHADOW 
GRAY

SAFETY 
RED

LIGHT 
GRAY

SAFETY 
BLUE

MEDIUM 
GRAY

SAFETY 
YELLOW

DARK GRAY TILE REDMOCHA HANDICAP 
BLUE

TAN

ENCHANTED 
GREEN

kretus.com/polyurethane

CHOOSE A FINISH (PART A) CHOOSE A SPEED (PART A)

CHOOSE A COATING (HP or HS)

HP PART B 
advanced to expert applicators, 

high-chemically resistant top coat, 3-5 mils

HS PART B 
high-shine base, cap & 

top coats, 8-20 mils

HP SATIN 
HP GLOSS

HS EZ slow cure, high application temps & RH
HS FC fast cure, low application temps & RH

KIT SIZES:   HP GLOSS:  1 1/4 GALLON  •  5 GALLON  •  50 GALLON
                                HP SATIN:  1 1/2 GALLON •  5 GALLON  •  50 GALLON

                                                        HS, FC AND EZ:  1 1/2 GALLON  •  5 GALLON  •  50 GALLON


